SEA-BIRD ELECTRONICS, INC.

1808 136th Place N.E., Bellevue, Washington, 98005 USA
Phone: (425) 643 - 9866 Fax (425) 643 - 9954 Email: seabird@seabird.com

SENSOR SERIAL NUMBER: 0098 SBE 43F OXYGEN CALIBRATION DATA
CALIBRATION DATE: 21-Dec-07p
COEFFICIENTS A = -8.0539e-004
Soc = 2.8829%e-004 B = 1.1436e-004
Foffset = -809.7962 C = -3.3510e-006
E= 0.036
BATHOX BATH TEMP BATH SAL INSTRUMENT INSTRUMENT RESIDUAL
(ml/1) ITS-90 PSU OUTPUT(Hz) OXYGEN(mUI) (ml/1)
1.27 12.00 0.01 1391.989 1.27 0.00
1.27 20.00 0.01 1498.473 1.27 0.00
1.27 26.00 0.01 1586.362 1.27 -0.00
1.27 6.00 0.00 1316.710 1.27 0.00
1.28 30.00 0.01 1658.094 1.28 0.00
1.28 2.00 0.00 1268.672 1.28 -0.00
4.16 26.00 0.01 3357.482 4.16 0.00
4.16 20.00 0.01 3071.645 4.16 -0.00
4.17 12.00 0.01 2728.290 4.17 0.00
4.18 30.00 0.01 3579.058 4.17 -0.00
4.19 6.00 0.00 2483.733 4.20 0.00
4.22 2.00 0.00 2323.244 4.22 -0.00
6.60 30.00 0.01 5184.799 6.59 -0.00
N 6.71 26.00 0.01 4928.653 6.72 0.01
6.76 20.00 0.01 4481.689 6.75 -0.01
6.81 12.00 0.01 3938.885 6.81 0.00
6.82 6.00 0.00 3529.713 6.82 0.00
6.86 2.00 0.00 3271.211 6.86 -0.00
Oxygen (ml/l)=Soc*(F+Foffset)*(1.O+A*T+B*T2+C*T3)*OxSol(T,S)*exp(E*P/K)
F = frequency output from SBE43F, T = temperature [deg C], S = salinity [PSU] K = temperature [deg K]
OxSol(T,S) = oxygen saturation [ml/1], P = pressure [dbar]
Residual = instrument oxygen - bath oxygen
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