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Glider APL CONDUCTIVITY CALIBRATION DATA
PSS 1978: C(35,15,0) = 4.2914 Siemens/meter

CPcor = -9.5700e-008 (nominal)
CTcor 3.2500e-006 (nominal)
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BATH TEMP BATH SAL BATH COND INSTRUMENT INSTRUMENT RESIDUAL

€ C) (PSU) (S/m)  OUTPUT (kHz) COND (S/m)  (S/m)
22.0000 0.0000 0.00000 2.99748 0.00000 0.00000

1.0000 34.6605 2.96391 5.91434 2.96392 0.00001
4,5000 34.6406 3.26978 6.13643 3.26978 -0.00000
15.0000 34.5983 4.24769 6.79723 4.24767 -0.00002
18.5000 34.5888 4.59143 7.01447 4,59143 -0.00001
24.0000 34.5781 5.14710 7.35179 5.14714 0.00004
29.0000 34.5720 5.66679 7.65342 5.66677 -0.00002
32.5000 34.5670 6.03741 7.86126 6.03733 -0.00008

f = Instrument Output (kHz)

t = temperature (°C); p = pressure (decibars); 8= CTcor; &= CPcor;
Conductivity (S/m) = (g+h* F+1* £ +]*£)/10 (1 + 8% t+¢ * p)

Residual (Siemens/meter) = instrument conductivity - bath conductivity
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