Residual (S/m)
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SENSOR SERIAL NUMBER: 0273 Glider APL CONDUCTIVITY CALIBRATION DATA
CALIBRATION DATE: 20-Jul-24 PSS 1978: C(35,15,0) = 4.2914 Siemens/meter
COEFFICIENTS:
g = -4.72531253e+000 CPcor = -9.5700e-008 (noninal)
4,59957215e- 001 CTcor = 3.2500e-006 (noninal)

1.26157699e- 001

h
i
j -6.63428382e-003

BATH TEMP BATH SAL BATH COND INSTRUMENT INSTRUMENT RESIDUAL

€ C) (PSU) (S/m) OUTPUT (kHz) COND (S/m) (S/m)
22. 0000 0.0000  0.00000 2.53224 0.00000  0.00000
1.0000  34.6846  2.96578 5.93891 2.96705  0.00127
4.4999  34.6648  3.27183 6.16317 3.27076  -0.00107
15.0000  34.6217  4.25026 6. 83023 4.24910 -0.00116
18.5000  34.6125  4.59424 7.04947 4.59416  -0.00008
23.9999  34.6024  5.15030 7.38981 5.15153  0.00123
29.0000  34.5967  5.67038 7.69417 5.67123  0.00085
32.4999  34.5934  6.04149 7. 90396 6.04048  -0.00101

f = Instrument Output (kHz)

t = temperature (°C); p = pressure (decibars); &= CTcor; &= CPcor;
Conductivity (Sm) = (g+h* f+i* £ +j*f)/10(1+d* t+e* p)
Residual (Siemens/meter) = instrument conductivity - bath conductivity

Date, Slope Correction

@ 19-Jun-22 0.9996436
A 20-Jul-24 1.0000000
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