
Sea-Bird Electronics, Inc.
13431 NE 20th Street, Bellevue, WA 98005-2010 USA

Phone: (+1) 425-643-9866 Fax (+'l) 425-643-9954 Email: seabird@seabird.com

SENSOR SERIAL NUMBER: 0141

CALIBRATION DATE: l2-Iun-13

ITS-90 COEFFICIENTS

S : 4.35556288e-003
h : 5.31518467e-004
i : 2.45270333e-005
) -- 2.68L841.28e-006
f0 : 1000.0

GlideTAPL TEMPERATURE CALIBRATION DATA
ITS-90 TEMPERATURE SCALE

IPTS-68 COEFFICIENTS

a : 3.64'753550e-003
b : s.85327338e-004
c : 1.51430680e-005
d : 2.68335342e-006
t0 = 32L8.246

BATH TEMP
(rrs-e0)
1.0000
4.5000

15.0000
18.5000
24.0000
29.0000
32 .5001

INSTRUMENT FREO
(Hr)

32l.8.246
3481.880
4366 .493
4694 .01-4
5243.1.83
5780.023
6177.1L9

INST TEMP
(rrs-e0)
1.0000
4.5001

15.0000
18.4999
24.0001
29.0000
32. s001

RESIDUAL
(rrs-e0)

-0.00004
0.00007

-0.00004
-0.00006

0.00010
-0.00001
-0.00002

Temperature ITS-90 : U {e + hun(tolf)l + ivnz $JDl + iun3 $JDI\ - 273 .rs (C)

Temperature IPTS-68 : I I {a + bltn(f 
olf)l 

+ cltnz (f ]lf)l+ dt/r?3(q/01} - 273 .15 (C)

Following the recommendation of JPOTS; Tu, is assumed to be 1.00024 * TeO (-2 to 35 "C)

Residual: instrument temperature - bath temperature
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Sea-Bird Electronicsn lnc.
13431 NE 20th Street, Bellevue, WA 98005-2010 USA

Phone: (+1) 425-643-9866 Fax (+1) 425-643-9954 Email: seabird@seabird.com

SENSOR SERIAL NUMBER: 0141

CALIBRATION DATE: I 2-Jun- 1 3

GHIJ COEFFICIENTS
g -- -9.90412383e+000
h : 7.1,4226880e+000
i : -2.09251571"e-003
I : 2.4288'1281e-004
CPcor = -9.5700e-008 (nominal-)
CTcor : 3.2500e-006 (nominal)

BATHTEMP BATHSAL BATHCOND
(ITS-90) (PSU) (Siemens/m)

22.0000 0.0000 0.00000
1.0000 34.'710'7 2.9'7244
4.s000 34.7511 3.2'79L8

15 .0000 34 .'7 087 4 .2598L
18 . 5000 34 .6996 4 .60456
24.0000 34.6896 5.15186
29.0000 34.6831 5.68304

GIideTAPL CONDUCTIVITY CALIBRATION DATA
PSS 1978: C(35,15,0) : 4.2914 Seimens/meter

ABCDM COEFFICIENTS

a : 4.'755I'7L29e-005
b : 1.13620357e+000
c : -9.88515925e+000
d : -8.79871330e-005
m: 5.3
CPcor = -9.5700e-008 (nomlnal-)

INST FREO INST COND RESIDUAL
(kHz) (Siemens/m) (Siemens/m)

2.94983 0.00000 0.00000
5.90013 2.97245 0.00001
6.123'74 3.2'79L'7 -0.00001
6.'18869 4.25980 -0.00001
't .00123 4.60456 -0.00000
'7 .34648 5.16188 0.00002
1 .6491 9 5.58303 -0.00001

Conductivity: 19 + hf2 + if3 +ifa; /10(1 + 6t + ep) Siemens/meter

Conductivity: 1af* + bf2 + c + dt) / t10 (1 +ep) Siemens/meter

t : temperahrre["C)] ; p : pressure[decibars] ; 5 : CTcor; e = CPcor;

Residual = (instrument conductivity - bath conductivity) using g, h, i, j coefficients

Etn

Date, Slope Correction

20-Dec-1 1 1.0001 119
12-Jun-13 1.0000000
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ustomer: IDER FABRICATION CENTER

Number: 74607 Date of Renort: 6t1212013

Model Number Serial Number: 0141 Glider T/C Assembly

Temperaturc sensors are normally calibrated 'as received', without adiustments, allowing a determination sensor drift.

If tie calibration identifies a problem" then a second calibration is performed afler work is completed. The 'as teceived'

calibration is not performed if the sensor is damngeil or non-functional, or by customer requesl

An ,as received, calibration certijicate is provided, listing cofficients to convert sensor frequency to ten perutute. Users

must choose whether the ,as received' calibration or the previous calibration betlet represents the sensor condition

during deployment. In SEASOFT enter the chosen coefticients. The coefficient 'offset' allows a small cortectionfot

art1t iaieen calibrations (consult the SEASOFT manuat), Calibration coefficients obtained after a tepair apply only to

subsequent data

'AS RECEIVED CALIBRATION' M Performed I I Not Performed

Glider

oate:Wolg1
Comments:

'CALIBRATION AFTER REPAIR'

Drift since last cal: l-50d0il1 Degrees celsius/vear

I Performed M Not Performed

pot., l-l
Comments:

Drift since Last cal: I I Degrees Celsius/vear
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Co n d u ctivitv Cal i bratio n Report

ustomer: SEAG LI DER FABRICATION CENTER

ob Number: 74607 Date of Renort: 6t1212013

Model Number Glider Number: 0141 Glider T/C Assembly

Conductivity sensors are normally calibrated 'as received', without cleaning or adjastments, allowing a determination of
sensor dffi. If the calibration idenffies a problem or indicates cell cleaning is necessary, then a second calibration is
performed after work is completed The 'as received' calibration is not performed if the sensor is damaged or non-

functional, or by castomet request.

An 'as received' calibration certiJicale is provided, listing the cofficients used to convefi sensor frequency to

conductivity. Users must choose whether the 'as received' calibration or lhe previous calibration betler represents the
sensor condition during deployment. In SEASOFT entet the chosen coefJicients. The coeflicient 'slope' allows smnll
correctionsfor drift between calibrations (consult the SEASOFT mnnual). Calibrution coefticients obtained after a
repair or cleaning apply only lo subsequent datu

'AS RECEIVED CALIBRATION' M Performed l=l Not Performed

pile.Tilz;ir.l Drift since last cal: +0.00020 PSU/month

Comments:

'CALIBRATION AFTER CLEANING & REPLATINIZING' I Performed M Not Performed

out.' l-l Drift since Last cal: PSU/month

Comments:

*Measured ut 3.0 S/m

Cell cleaning and electrode replatinizing tendto 'reset'the conductivity sensor to its original condition. Lack ofdrift in
post-cleaning-calibrution indicales geometric stabilig of the cell and electrical stability of the sensor circuit.
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Customer lnformation:

lcilp"nlj Frnclr orn FABRI cArloN cENTER I [oe!" ]l slzalzole l

l

i o t + t G !i-d-er T/-Q=fl-s--s-.em b lv

Services Requel4: _
1. Evaluate/Repair lnstrumentation
2 Perform Routine Calibration Service

Problem5 Found:

1. Performed initial diagnostic evaluation.
2. Performed "Post Cruise" calibration of the temperature & conductivity sensors.

3, Performed complete system check and full diagnostic evaluation.

Special Notes:

iSerialN-U.mber
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